- High Bright Color LCD

« Optimized CR, DR, PACS, CT, MRI and US viewing

A better image quality can make a life critical difference when it comes to making a diagnosis.

WIDE has developed this display to produce the highest-quality images and most comprehensive

tools, because every life is precious.

LCD Panel

Native Resolution

Pixel Pitch (HxV)

Active Display Area (HxV)
Active Screen Size (Diagonal)
Viewing Angle(H,V) (Typical)
Brightness (Typical
Brightness (DICOM) Calibrated
Contrast Ratio (Typical)

)
)

Scanning Frequency

PC Signal Input

Video Source Input/Output
Display Communication
Power Supply

Power Save Mode

Power Consumption

Sensor Built-in

Display Adjustment Control
Display Controls

OSD Languages (5 languages)
Tilt/Swivel/Height Adjustment
Portrait/Landscape Rotation
Mounting Hole

Weight

Operational Temperature
Operational Humidity
Storage Temperature
Certifications and Standards

Supplied Accessories

Contact

TFT AMLCD Color

1280x1024

0.294mm x 0.294mm

376.32mmX301.06mm (14.82"X 11.85")

482.6mm (19.0")

170°,170° at 10:1 contrast

300 cd/m?

150 cd/m” ((DICOM White)

1000:1

H-sync: 15-80KHz, V-sync: 50-85Hz, Dot Clock: 13.5-135MHz
DVI-D (VESA DVI standard compliance), PC, VGA RGB Analog
Input: Composite, S-video, SOG (BNC) / Output: VGA, SOG (BNC)
DDC2B (VESA compliance)

AC Input: AC100-240V£10%, 60Hz/50Hz+3Hz / DC output: +12V, 6.0Amp
VESA DPMS, DVI DMPM

45Watts

SBC

Finger Touch Sensors with LED lllumination

Power On/Off, Menu, Exit, Left/Right, DICOM mode, Brightness
English, German, French, Italian, Spanish

-3°,+307/+£30°/108mm

90" (Counter clockwise)

VESA Standard (100x100mm)

With Stand: 8.1Kg / Without Stand: 5.3Kg

0°Cto 40°C (32°F to 104°F)

10% to 80%

-20°C to 60°C (4°F to 140°F)

UL60601-1, IEC/EN6060-1, FCC Class B, VCCI, CE, KC

Power Cord, Power Adaptor, DVI-to-DVI signal cable, Vide Cable, S-Video Cable, User's
Manual, Warranty Card (Optional)
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CIRRO MEDICAL SYSTEMS 9238 N.W.
13th STREET #25 Miami, Florida 33172

Tel: 305-921-9442

Email: sales@cirromedical.com
www.cirromedical.com



